NEPTUNE

Com Express Basic Carrier

Flexible and Fiber ready

>> Dual Gigabit SFP for fiber or twisted pair connections

>> Onboard power gives upto 40 watt power handling
>>Triple Head Display Port ++ sockets

>> Accepts industry standard Kontron COMexpress modules
>> Front accessible RS232/485 ports

>> Suits Datacentre or remote i/0 systems

>> Additional GBE port



Overall dimensions 106(L) x 96(W) x 12(D) : +/-0.1mm
Power Input 8 to 14v DC L o+f-5%
Power consumption Module dependant, upto 40 watts Watts
Module type COMexpress Type 6, Basic & Compact
Interface type PCle Rev 2.1
Operational Temperature ~ : -20to+65 degrees celsius
Storage Temperature : -20to+70 degrees celsius
USBport0& 1 USB 2.0, dual stack connector
USB port 2 & USB 2.0, dual stack connector
USB port 4 Off-board connector
Power inpu pin/malef MiniFit sytle
Aux Power 3.3/5/12V via DF3 4 pin socket 1/1/2 Amps
Audio output T?e#ek ,Zam @It ) stereo
SATAO mSATAsocket 6Gbps
SATA 1 mSATAsocket [ ’ ’ ' 6@ | .
SATA2 Standard right angle SATA socket 6Gbps
Display Port 1,2,3 DP++ right angle socket g | I I
Display Module dependant
Ethernet 1 Gigabit, RJ45, derived from module o
Ethernet 2 Gigibit SFP, Inteli210 series onboard
Ethernet 3 Gigibit SFP, Inteli210 series onboard
GPIO XR17V352, 6 channels
SDIO Module derived Via Expansion port
SMB / 12€C Module derived Via Expansion port
Power Rail control Programmable onboard
LED display 12/3.3/5v/ Sata activity r/a light pipe
MTBF >185,000 (carrier) Hours
UART XR17V352, 2 Channel high speed  onboard
COM Ports 1x RS232, 2xRS232/485
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